
    MUD-TRAKS®
             Models & General Information

Factors to keep in mind when selecting the RIGHT model for your application.   	
	 One size does not fit all!
	 * Vehicle weight?   There’s a big difference between 2000 lbs. and 100,000 lbs.
	 * Rear tire width?   Size mat 1/3 wider than tire to prevent lawn damage and for best flotation.   

	 * Ground conditions: lawn, sand, or mud?  A bottomless mud pit needs a “BIG!” mat.

LAWN MATS -- Vehicle Weight (up to 25,000 lbs).   
	 Model N2296HD (22’’ x 8’ x 5/16”)	 28 lbs
	 Model N3296HD (32” x 8’ x 5/16”)	 35 lbs
	 Model N4596HD (45’’ x 8’ x 5/16”)	 55 lbs    (Vehicle weight up to 35,000 lbs.)	

	 Typical user: cemetery, landscape, pump service, golf course, sand or grass fields

OFF-ROAD Super Lite Mats -- Vehicle Weight (under 60,000 lbs).   
	 Model N4572HDSL (45’’ x 6’ x 3/8”)	 56 lbs
	 Model N4596HDSL (45’’ x 8’ x3/8”)	 75 lbs

	 Typical user: utilities for off-road, rental companies, light cranes, special events

OFF-ROAD SUPER MATS -- Vehicle Weight (up to 100,000 lbs).   
	 Model N3272HDS (32” x 6’ x 0.40”)	   42 lbs
	 Model N3296HDS (32” x 8’ x 0.40)	   55 lbs
	 Model N4596HDS (45” x 8’ x 0.40”)	   90 lbs
	 Maximum floatation with a mat that can be handled by men in the field.
	 Typical user:  transmission line crews, well drillers, cranes, house movers

OUTRIGGER/JACK PADS:
	 Model 1616HD (16” x 16” x 5/16”)           5 lbs	 	 With hand cutout.
	 For small backyard units or under Motor Homes.  
	 Model 2424HDS (2’ x 2’ x 0.40”)	            12 lbs	 	 With hand cutout.   

	 Mobile home installers use as a jack pad under the house.   Use as an outrigger pad  for 	 	 	
	 vehicles up to 25,000 lbs.
	 Model 3232HDS (32” x 32” x 0.40”)	 30 lbs	 	 With hand cutout.   
	 Typical user is a cemetery as a jack pad for backhoe.
	 Model 1818 (18” x 18” x 0.60”)	 12 lbs	 	 	 With 1 rope handle
	 Model 2424 (2’ x 2’ x 0.60”)	 	 20 lbs	 	 With 1 rope handle
	 Single rear axle vehicles up to 35,000 lbs.
	 Model 3232 (32” x 32” x 0.60”) 	              38 lbs	 	 With 2 rope handles.   
	 Tandem rear axle vehicles up to 70,000 lbs.   Use Cribbing Blocks between jack and pad
	 Model 4545 (45” x 45” x 0.60”)	              73 lbs	 	   With 2 rope handles.   
          Tandem rear axle vehicles up to 100,000 lbs.  Use Cribbing Blocks between jack and pad
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